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电动机通用信息 General Information

1.1 电动机型号示例

电动机使用环境

海拔≤ 1000m

环境温度≤ 40℃

环境温度≥ -15℃

相对湿度≤ 90%

注：
海拔高于 1000m的使用场合，或者环境温度高于 40℃时，
将会影响电机散热效果，客户订货时需告知制造商。

Elevation ≤ 1000m
Environmental temperature ≤ 40℃
Environmental temperature ≥ -15℃
The relative humidity is below 90%

Note:
For altitude higher than 1000m or the environment temperature higher than 40℃ , 
the motors will have a worse cooling effect, so bigger capacity or special design 
be installed before order.

1.1 Example of the motor type

Operating environment

DE3 90S-4 B3 R2 CP

电动机机座号与极对数

电动机安装方式

电动机类型

Type

Motor Frame size and number of pole pairs

The motor installation

接线盒、接线口位置

Terminal box, cable entry

电动机附件及要求说明

Motor accessories and instructions

接线盒、出线口位置 Terminal box, cable entry

R L

X

2

3

T

L R

B

1

X
X

3

2

1

电机的接线盒用 L（左）、R（右）、T（顶）、B（底）四种

方式表示，在M1安装方式下，见下图。

接线口的位置标注 "X"（标准位置，X可省略），"1"、"2" 或 "3"。

The position of the motor terminal box has so far been specified 
indicated with L(left), R(right), T(top) or B(bottom) as viewed onto 
the output shaft.

The position of the cable entry can be selected as well. The positions
are  "X" (= standard position, X can be omitted), "1","2" or "3".
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电动机通用信息 General Information

电动机安装方式 Installation of the motor

B3 B6 B7

B8 V5 V6

B5

B35

V1                                     V15 V3                                   V36

B65 B75 B85
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绝缘耐热性能 Insulation performance
　　根据 GB/T 755（IEC60034-1）划分的温升等级，电动

机都是以 F 级绝缘等级为设计标准，根据要求也可采用 H 级绝

缘等级（YGP默认H级）。

According to the GB/T 755 (IEC60034-1) division of the temperature 
grade motors are in class F insulation grade as the standard of design, 
according to the requirements of H class insulation rating may be 
used (YGP is H-class insulation).

下表列出了符合 GB/T 755（IEC 60034-1）要求的温升 The following table lists with GB/T755 (IEC 60034-1) for temperature rise

绝缘等级
Insulation class

温升限值（K）                             
Temperature rise limit（K）

极限温度
Ultimate temperature

F 105K 155℃
H 125K 180℃

电动机通用信息 General Information

功率 3kW 及以下电动机 Y 接法。

功率 4kW 及以上电动机△接法。

Rated power ≤ 3KW, adopting star connection.
Rated power≥ 4KW, adopting delta connection.

Degrees of protection防护等级

　　电动机外壳防护等级执行标准 GB/T4942.1（IEC60034-5)，

电动机以 IP55 作为标准配置，应客户要求，还可供 IP56 及 IP65。

The motor housing the grade standard GB/T 4942 .1 (IEC60034-5)
The motor using IP55 as the standard configuration, customer requ-
irements, can also provide IP56 and IP65.

IP 第一位数表示防止杂质进入壳内
The first digit that prevent the impurities from entering the shell     

                    第二位数表示由于外壳进水而引起有害影响的防护
Second digits representing the protection due to casing inlet 

caused by harmful effects           

0 无专门防护 
No special protection

无专门防护 
No special protection

1
防止直径大于 50mm 的固体异物进入壳体

To prevent solid particies greater than 50mm in diameter 
into the housing

垂直滴水应无有害影响
Vertical drop of water should be no harmful effects

2 防止直径大于 12mm 的固体异物进入壳体
To prevent solid particies greater than 12mm in diameter into the housing

当电动机从正常位置向任何方向倾斜 15°
以内任一角度时，垂直滴水应无有害影响。

When the motor is 15 DEG inclined at any angle from the normal position in 
any direction,vertical drop of water should be no harmful effects.

3 防止直径大于 2.5mm 的固体异物进入壳体
To prevent solid particies greater than 2.5mm in diameter into the housing

防止淋水                                                                                                           
To prevent water

4  防止直径大于 1mm 的固体异物进入壳体
To prevent solid particies greater than 1mm in diameter into the housing

防溅水                                                                                                                  
Splash proof

5 防尘 / Dustproof 防喷水 / Anti spraying

6 密尘 / Dust tight 防强烈喷水 / Strong anti water

Y 接法△接法
star connectiondelta connection

1.2 电动机安装使用注意事项 1.2 Notes for motor mounting and operation

接线方式 Mode of connection
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电动机通用信息 General Information

冷却方式选择 Methods of cooling
IC411 is the axial flow fan, fan is fixed on the motor shaft non shaft 
extension end, with the motor rotation to rotate together.

IC416 is forced cooling fan, The fan motor is powered separately for 
better cooling effect.

中小型三相异步电动机性能容差范围 Electrical performance

电气参数 / Electrical performance 容差 / Tolerance

效率（η）/ Efficiency ≤150kW：-0.15*（1-η）；＞ 150kW: -0.1*（1-η）

功率因数（cosφ）/ Power factor  -1/6（1-cosφ） 最小的绝对值为 0.02

转差率 / Slip ratio ±20%

堵转转矩倍数 / Locked rotor torque -15%

最小转矩倍数 / Pull-up torque -15%

最大转矩倍数 / Breakdown torque -10%

堵转电流倍数 / Locked rotor current 20%

转动惯量 / Moment of inertia ±10%

IC411 是自带风扇冷却，风扇固定在电动机轴非轴伸端，

随电动机运行转动一起转动。

IC416 是强制风机冷却， 风机需独立供电，保持其匀速运

转，有更好的冷却效果。

1.3 电动机附件 1.3 Motor accessories

PTC 热敏电阻 / TF The PTC thermistor / TF
PTC 热敏电阻可对电动机进行超温保护。将 PTC 热敏电

阻埋置在电动机的三相线圈中，电动机线圈温度接近绝缘等级

温度时，其 PTC 热敏电阻阻值升高，此信号传送至电动机过

热保护器中，保护器根据此信号将电动机电路断开，从而保护

电动机。

The PTC thermistor can be over temperature protection for motor.
The РTC thermistor are embedded in a three phase winding motor, 
when the motor winding temperature close to the temperature of its 
insulation grade, PTC thermistor resistance increases, the signal is 
transmitted to the motor overheat protector, protector of the motor 
circuit is cut off according to the signal, so as to protect the motor.

电动机绝缘等级
Motor insulation

热敏电阻动作温度
Themistor temperature

F 145-150℃

H 170-175℃

CP 电动机附件代号  The motor type and accessory code CP

制动器 / Brake
E1 手柄释放失电制动制动器，手柄自动返回制动位置                                                       

Handle release electricity loss brake, brake handle automatic return position

E2 螺栓释放失电制动制动器，螺栓锁在制动释放位置                                          
The bolt release electricity loss brake,lock bolt in the brake release position

防雨罩 / Rain cover C 普通型防雨罩 / Ordinary type rain cover

热保护装置 
Thermal protection device

TF PTC 热敏电阻 / The PTC thermistor

TH 双金属开关 / Bimetallic switches

防潮加热带 / Heating belt SH 防潮加热带 / Heating belt

特殊防护涂层 
Special protective coating

SP1 防腐等级 C2（低） / The anti-corrosion class C2 (low)

SP2 防腐等级 C3（中）/  The anti-corrosion class C3 (middle)

SP3 防腐等级 C4（高）/  The anti-corrosion class C4 (high)

SP4 防腐等级 C5-1 / The anti-corrosion class C5-1

编码器 / The encoder EN 见样本编码器项 / Sample encoder position
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电动机通用信息 General Information

防潮加热带 / SH Heating belt / SH
在任何环境下，当电动机防潮加热带工作时，电动机绕组

的温度始终高于环境温度 5℃，从而避免了电动机线圈绕组因

潮湿结露，保证电动机在潮湿环境中仍能正常运行。当电动机

通电时，加热带断电，电动机断电时，加热带通电加热。一般

通入 AC220V 电源。

In any case, when the motor is damp proof heating work, the motor 
winding temperature is always higher than the environmental temp-
erature of 5℃ , thus avoiding the motor coil winding due to moisture 
condensation, ensure the motor can still normal operation in wet en-
vironments. When the motor is energized with electricity, heating, 
electric power, heating with ohmic heating.Generally it'll pass into 
the AC220V power supply .

电磁制动器 / E1 或 E2 Electromagnetic brake / E1 or E2

机座号
Frame size

制动器型号
Brake model

制动力矩（N·m）
Braking torque (N·m)

响应时间（ms）          
Response time (ms)

功率（W）
Power(W)

71 BN06 6 28 20
80 BN08 12 31 25
90 BN10 23 47 30
100 BN12 46 53 40
112 BN14 80 42 50
132 BN16 125 57 55
160 BN18 235 78 85
180 BN20 345 165 100

200-225 BN25 600 230 110
250-280 BN30 1350 380 200

注：变频器供电的电动机，其制动器不允许从变频电源取电，

要求独立供电。

Note: the motor inverter power supply, the brake is not allowed to 
take power from the power supply, independent power supplly.

编码器 / EN Encoder / EN
　　电动机可以根据用户需要提供各种光电编码器，以满足用

户对电机调速和控制的需要。

All the motor can provide all kinds of photoelectric encoder based on 
user needs, to meet the needs of users of motor drive and control.

双金属开关 / TH Bimetallic switch / TH
双金属开关专用于电动机超温保护。将双金属开关镶在电

动机线圈内，当温度达到热敏开关动作温度时，双金属开关断

开控制器电源，使电动机主电路断开。

Bimetal switch for the motor over temperature protection. The bimetal 
switch mounted on a motor coil, when the temperature reaches the 
temperature sensitive switch, bimetal switch controller power supply, 
the main circuit of the motor is disconnected.

电动机绝缘等级
Motor insulation

热敏开关 Tk
Thermal switch

F 140-145℃

H 165-170℃

电机机座号
Frame size

编码器品牌
Encoder brand 

螺栓规格
Mounting bolt 

安装
Encoder installation

孔径
Shaft hole

品牌对应选型型号
Type

H71-H132

库伯勒
Kuebler

2*M3 轴套型带双翼弹簧片
Hollow shaft φ12

8.KIH50.D551.1024

宜科
ELCO EI58W12-H6PR-1024 

倍加福 
Pepperl+Fuchs  ENI58IL-H12DA5-1024UD1-RC1 

H160-H450

宜科
ELCO

1*M5 轴套型带单弹簧片
Hollow shaft φ25

RHI90N-OHAK1R61N-1024 

倍加福 
Pepperl+Fuchs  EI90P25-H6PR-1024  
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电动机通用信息 General Information

The relative dimensions of the encoder are as follows:编码器相关尺寸如下图：

H71-H132 H160-H450

防雨罩 / C Rain cover / C
当电动机轴朝下处于垂直安装位置（V1 安装）时，液体或

固体异物可能会进入电动机的进风口。DONLY 公司为此提供

了“防雨罩”。垂直安装于户外的电动机订货必须带防雨罩。

当电动机用于港口机械及经常有 10 级以上风力的户外场所时，

订货时请与本公司协商，本公司可以提供防风浪超大型防雨罩。

When the motor shaft down in a vertical position (V1 setup), exhaust 
liquid or solid particles may enter the motor outlet. DONLY provides a 
"rain cover". Installed on the vertical motor order outdoor must bring 
rain cover.When the motor is used for port machinery and out door 
venues above 10 level wind often, please consult with the com-
pany, the company can provide a wind wave super large rain cover.

1.4 电动机能效标准 1.4 Energy efficiency standards

IEC60034-30
中国 / China  公司电机

Donly
行业内电机

Motors in the industryGB18613-2012( 已废止 ) GB18613-2020

IE5 1 级 　 YE5
IE4 1 级 2 级 DE4 YE4
IE3 2 级 3 级 DE3 YE3
IE2 3 级 YE2
IE1 　 　
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

2.1 概述

参数概要

　　DE3系列为全新设计的高效低压三相异步电动机， 采用高强度

铸铝和铸铁结构， 具有效率高、 可靠性高、 造型美观、 噪音低、 

振动小等特点， 适用于风机、 水泵、 压缩机及工程机械等需要节能

并连续运行的工业领域。

额定功率：0.75~315kW

机座号：80~355

极数：2 极、 4 极、 6 极、 8 极

防护等级：IP55

绝缘等级：F

冷却方式：IC411

工作制：S1

能效等级：GB18613-2020  3 级

The DE3 series of high efficiency three phase asynchronous motors 
with high strength cast iron structure, have the characteristics of ultra 
high efficiency, high reliability, beautiful appearance, low noise, little vib- 
ration motor and can be applied to fan, pump, compressor, construction 
machinery and other machines that need energy-saving and contin-
uous operation.

Rate power: 0.75~315kW
Frame size: 80~355
Poles: 2P, 4P, 6P, 8P
Protection degree: IP55
Insulation class: F
Cooling method: IC411
Duty: S1
Efficiency class: GB18613-2020 grade 3

2.1 General notes

Parameter summary
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

2.2 技术参数 2.2 Technical date

型号
Motor type

功率  
(kW)

额定转矩  
(N·m)

转速 
(r/min)

电流  
(A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

同步转速 3000 r/min

DE3-80M1-2 0.75 2.5 2885 1.9 0.82 80.7 6.8 2.3 2.3 12

DE3-80M2-2 1.1 3.6 2885 2.6 0.83 82.7 7.3 2.3 2.2 17

DE3-90S-2 1.5 5 2885 3.4 0.84 84.2 7.6 2.3 2.2 19

DE3-90L-2 2.2 7.3 2890 4.8 0.85 85.9 7.8 2.3 2.2 28

DE3-100L-2 3 9.9 2895 6.3 0.87 87.1 8.1 2.3 2.2 37

DE3-112M-2 4 13.2 2895 8.2 0.88 88.1 8.3 2.3 2.2 46

DE3-132S1-2 5.5 18 2920 11.1 0.88 89.2 8.0 2.3 2.0 67

DE3-132S2-2 7.5 24.6 2915 14.8 0.88 90.1 7.8 2.3 2.0 85

DE3-160M1-2 11 35.7 2945 21.4 0.89 91.2 7.9 2.3 2.0 125

DE3-160M2-2 15 48.7 2940 28.9 0.89 91.9 8.0 2.3 2.0 150

DE3-160L-2 18.5 60.1 2940 35.4 0.89 92.4 8.1 2.3 2.0 186

DE3-180M-2 22 71 2960 41.9 0.89 92.7 8.2 2.3 2.0 200

DE3-200L1-2 30 96.6 2965 56.8 0.89 93.3 7.5 2.3 2.0 265

DE3-200L2-2 37 119 2965 69.7 0.89 93.7 7.5 2.3 2.0 320

DE3-225M-2 45 145 2965 83.5 0.90 94.0 7.6 2.3 2.0 350

DE3-250M-2 55 177 2975 102 0.90 94.3 7.6 2.3 2.0 470

DE3-280S-2 75 240 2980 138 0.90 94.7 6.9 2.3 1.8 550

DE3-280M-2 90 288 2980 165 0.90 95.0 7.0 2.3 1.8 700

DE3-315S-2 110 353 2980 201 0.90 95.2 7.1 2.3 1.8 1030

DE3-315M-2 132 423 2980 241 0.90 95.4 7.1 2.3 1.8 1130

DE3-315L1-2 160 513 2980 287 0.91 95.6 7.1 2.3 1.8 1190

DE3-315L2-2 200 641 2980 358 0.91 95.8 7.1 2.2 1.8 1300

DE3-355M-2 250 800 2985 448 0.91 95.8 7.1 2.2 1.6 1800

DE3-355L-2 315 1008 2985 564 0.91 95.8 7.1 2.2 1.6 2200

同步转速 1500r/min

DE3-80M-4 0.75 5 1435 2.0 0.75 82.5 6.5 2.3 2.3 17

DE3-90S-4 1.1 7.3 1435 2.8 0.76 84.1 6.6 2.3 2.3 19

DE3-90L-4 1.5 9.9 1440 3.7 0.77 85.3 6.9 2.3 2.3 28

DE3-100L1-4 2.2 14.4 1455 5.1 0.81 86.7 7.5 2.3 2.3 31

DE3-100L2-4 3 19.7 1455 6.7 0.82 87.7 7.6 2.3 2.3 37

DE3-112M-4 4 26.3 1455 8.9 0.82 88.6 7.7 2.3 2.3 46

DE3-132S-4 5.5 36 1460 11.8 0.83 89.6 7.5 2.3 2.0 67

DE3-132M-4 7.5 49.1 1460 15.7 0.84 90.4 7.4 2.3 2.0 85

DE3-160M-4 11 71.5 1470 22.5 0.85 91.4 7.5 2.3 2.2 125

DE3-160L-4 15 97.1 1475 30.0 0.86 92.1 7.5 2.3 2.2 186

DE3-180M-4 18.5 120 1475 36.7 0.86 92.6 7.7 2.3 2.2 200

DE3-180L-4 22 142 1475 43.4 0.86 93.0 7.8 2.3 2.2 225

DE3-200L-4 30 194 1480 58.8 0.86 93.6 7.2 2.3 2.2 265

DE3-225S-4 37 238 1485 72.3 0.86 93.9 7.3 2.3 2.2 320

DE3-225M-4 45 289 1485 87.6 0.86 94.2 7.4 2.3 2.2 350

DE3-250M-4 55 353 1490 106 0.86 94.6 7.4 2.3 2.2 470

DE3-280S-4 75 481 1490 141 0.88 95.0 6.7 2.3 2.2 550

DE3-280M-4 90 577 1490 168 0.88 95.2 6.9 2.3 2.2 700

DE3-315S-4 110 705 1490 203 0.89 95.4 6.9 2.2 2.2 1030
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

2.2 技术参数 2.2 Technical date

型号
Motor type

功率 
 (kW)

额定转矩  
(N·m)

转速 
(r/min)

电流 
 (A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

DE3-315M-4 132 846 1490 243 0.89 95.6 6.9 2.2 2.2 1130

DE3-315L1-4 160 1026 1490 293 0.89 95.8 6.9 2.2 2.2 1190

DE3-315L2-4 200 1282 1490 361 0.90 96.0 6.9 2.2 2.2 1300

DE3-355M-4 250 1602 1490 451 0.90 96.0 6.9 2.2 2.2 1700

DE3-355L-4 315 2019 1490 569 0.90 96.0 6.9 2.2 2.2 2200

同步转速 1000r/min

DE3-90S-6 0.75 7.5 950 2.2 0.71 78.9 5.8 2.1 2.0 19

DE3-90L-6 1.1 11.1 950 3.1 0.73 81.0 5.9 2.1 2.0 28

DE3-100L-6 1.5 15 955 4.2 0.73 82.5 6.0 2.1 2.0 37

DE3-112M-6 2.2 22 955 5.9 0.74 84.3 6.0 2.1 2.0 46

DE3-132S-6 3 29.4 975 7.8 0.74 85.6 6.2 2.1 2.0 67

DE3-132M1-6 4 39.2 975 10.3 0.74 86.8 6.8 2.1 2.0 76

DE3-132M2-6 5.5 53.9 975 13.7 0.75 88.0 7.1 2.1 2.0 85

DE3-160M-6 7.5 73.1 980 17.3 0.79 89.1 6.7 2.1 2.0 125

DE3-160L-6 11 107 980 24.5 0.80 90.3 6.8 2.1 2.0 175

DE3-180L-6 15 146 980 32.6 0.81 91.2 6.9 2.1 2.0 215

DE3-200L1-6 18.5 179 985 39.9 0.81 91.7 7.2 2.1 2.0 265

DE3-200L2-6 22 214 980 47.2 0.81 92.2 7.2 2.1 2.0 330

DE3-225M-6 30 291 985 61.9 0.83 92.9 7.3 2.1 2.0 350

DE3-250M-6 37 357 990 74.9 0.84 93.3 7.1 2.1 2.0 470

DE3-280S-6 45 434 990 89.3 0.85 93.7 7.1 2.0 2.0 550

DE3-280M-6 55 531 990 107 0.86 94.1 7.2 2.0 2.0 625

DE3-315S-6 75 720 995 149 0.84 94.6 7.2 2.0 2.0 1020

DE3-315M-6 90 864 995 176 0.85 94.9 6.7 2.0 2.0 1110

DE3-315L1-6 110 1056 995 215 0.85 95.1 6.7 2.0 2.0 1180

DE3-315L2-6 132 1267 995 253 0.86 95.4 6.7 2.0 2.0 1240

DE3-355M1-6 160 1536 995 305 0.86 95.6 6.7 2.0 1.8 1700

DE3-355M2-6 200 1920 995 376 0.87 95.8 6.7 2.0 1.8 1800

DE3-355L-6 250 2399 995 469 0.87 95.8 6.7 2.0 1.8 2200

同步转速 750r/min

DE3-100L1-8 0.75 10.3 695 2.6 0.67 75.0 6.0 2.0 1.8 37

DE3-100L2-8 1.1 15.2 690 3.5 0.69 77.7 6.0 2.0 1.8 42

DE3-112M-8 1.5 20.6 695 4.6 0.70 79.7 6.0 2.0 1.8 46

DE3-132S-8 2.2 30.6 687 6.4 0.71 81.9 6.2 2.0 1.8 67

DE3-132M-8 3 41.2 696 8.2 0.73 83.5 6.8 2.0 1.8 85

DE3-160M1-8 4 54.2 705 10.8 0.73 84.8 7.1 2.0 1.9 120

DE3-160M2-8 5.5 74.4 706 14.3 0.74 86.2 6.7 2.0 1.9 160

DE3-160L-8 7.5 101 706 18.8 0.75 87.3 6.8 2.0 1.9 175

DE3-180L-8 11 147 716 27.2 0.75 88.6 6.9 2.0 1.9 225

DE3-200L-8 15 200 718 36.0 0.76 89.6 7.2 2.0 1.9 265

DE3-225S-8 18.5 245 722 44.1 0.76 90.1 7.2 2.0 1.9 330

DE3-225M-8 22 288 730 50.4 0.78 90.6 7.3 2.0 1.9 350

DE3-250M-8 30 392 730 67.1 0.79 91.3 7.1 2.0 1.9 470

DE3-280S-8 37 484 730 82.2 0.79 91.8 7.1 2.0 1.9 550

DE3-280M-8 45 585 735 99.5 0.79 92.2 7.2 2.0 1.9 630
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

2.2 技术参数 2.2 Technical date

型号
Motor type

功率 
 (kW)

额定转矩  
(N·m)

转速 
(r/min)

电流  
(A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

DE3-315S-8 55 715 735 118 0.81 92.5 7.2 2.0 1.8 1080

DE3-315M-8 75 974 735 159 0.81 93.1 6.7 2.0 1.8 1150

DE3-315L1-8 90 1169 735 187 0.82 93.4 6.7 2.0 1.8 1210

DE3-315L2-8 110 1429 735 228 0.82 93.7 6.7 2.0 1.8 1680

DE3-355M1-8 132 1715 735 273 0.82 94.0 6.7 2.0 1.8 1700

DE3-355M2-8 160 2079 735 328 0.82 94.3 6.7 2.0 1.8 1800

DE3-355L-8 200 2581 740 403 0.83 94.6 6.7 2.0 1.8 2200
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

L L AD

H
D

HE E

F

D

C B
BB

C B A
AB

K

BB

A
C

A
C G

IC411 IC416

B3机座带底脚、端盖无法兰

机座号  
Frame 
size

A B C
D E F G

H K AB AC AD BB HD L
2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 125 100 50 19 40 6×6 15.5 80 10 150 150×150 145 135 225 340

90S 140 100 56 24 50 8×7 20 90 10 165 170×170 155 160 245 340

90L 140 125 56 24 50 8×7 20 90 10 165 170×170 155 160 245 370

100L 160 140 63 28 60 8×7 24 100 12 190 191×191 165 180 270 440

112M 190 140 70 28 60 8×7 24 112 12 220 215×215 175 180 290 455

132S 216 140 89 38 80 10×8 33 132 12 255 215×215 175 180 290 545

132M 216 178 89 38 80 10×8 33 132 12 255 255×255 195 220 330 540

132L 216 178 89 38 80 10×8 33 132 12 255 255×255 195 220 330 560

160M 254 210 108 42 110 12×8 37 160 15 300 310×310 240 255 400 650

160L 254 254 108 42 110 12×8 37 160 15 300 310×310 240 300 400 650

180M 279 241 121 48 110 14×9 42.5 180 15 335 348×348 260 330 440 695

180L 279 279 121 48 110 14×9 42.5 180 15 335 348×348 260 330 440 695

200L 318 305 133 55 110 16×10 49 200 19 390 Φ420 305 370 505 795

225S 356 286 149 60 140 18×11 53 225 19 435 Φ470 335 370 560 860

225M 356 311 149 55 60 110 140 16×10 18×11 49 53 225 19 435 Φ470 335 395 560 860

250M 406 349 168 60 65 140 18×11 53 58 250 24 490 Φ510 365 450 615 960

280S 457 368 190 65 75 140 18×11 20×12 58 67.5 280 24 550 Φ580 400 450 680 1090

280M 457 419 190 65 75 140 18×11 20×12 58 67.5 280 24 550 Φ580 400 490 680 1090

315S 508 406 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 580 845 1280

315M 508 457 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 660 845 1280

315L 508 508 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 660 845 1280

355M 610 560 254 75 95 140 170 20×12 25×14 67.5 86 355 28 730 Φ710 655 740 1010 1530

355L 610 630 254 75 95 140 170 20×12 25×14 67.5 86 355 28 730 Φ710 655 740 1010 1530

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 440 515 515 590 565 640 640 715

112M 455 540 540 620 600 690 690 760

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

315S 1280 - 1400 - 1430 - 1610 -

315M 1280 - 1500 - 1540 - 1710 -

315L 1280 - 1500 - 1540 - 1710 -

355M 1530 - 1700 - 1800 - 1950 -

355L 1530 - 1700 - 1800 - 1950 -

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

B5机座无底脚、端盖有法兰

机座号  
Frame 
size

D E F G
P N M S T AC AD HF L

2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 19 40 6×6 15.5 200 130 165 4-Φ12 3.5 150×150 145 225 340

90S 24 50 8×7 20 200 130 165 4-Φ12 3.5 170×170 155 245 340

90L 24 50 8×7 20 200 130 165 4-Φ12 3.5 170×170 155 245 370

100L 28 60 8×7 24 250 180 215 4-Φ15 4 191×191 165 270 445

112M 28 60 8×7 24 250 180 215 4-Φ15 4 215×215 175 290 465

132S 38 80 10×8 33 300 230 265 4-Φ15 4 215×215 175 290 545

132M 38 80 10×8 33 300 230 265 4-Φ15 4 255×255 195 330 540

132L 38 80 10×8 33 300 230 265 4-Φ15 4 255×255 195 330 560

160M 42 110 12×8 37 350 250 300 4-Φ19 5 310×310 240 400 650

160L 42 110 12×8 37 350 250 300 4-Φ19 5 310×310 240 400 650

180M 48 110 14×9 42.5 350 250 300 4-Φ19 5 348×348 260 440 695

180L 48 110 14×9 42.5 350 250 300 4-Φ19 5 348×348 260 440 695

200L 55 110 16×10 49 400 300 350 4-Φ19 5 Φ420 305 505 795

225S 60 140 18×11 53 450 350 400 8-Φ19 5 Φ470 335 560 860

225M 55 60 110 140 16×10 18×11 49 53 450 350 400 8-Φ19 5 Φ470 335 560 860

250M 60 65 140 18×11 53 58 550 450 500 8-Φ19 5 Φ510 365 615 960

280S 65 75 140 18×11 20×12 58 67.5 550 450 500 8-Φ19 5 Φ580 400 680 1090

280M 65 75 140 18×11 20×12 58 67.5 550 450 500 8-Φ19 5 Φ580 400 680 1090

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 445 520 520 595 570 645 645 720

112M 465 550 550 630 590 680 680 750

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

B35 机座带底脚、端盖有法兰

机座号  
Frame 
size

A B C
D E F G

H K P N M S T AB AC AD BB HD L
2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 125 100 50 19 40 6×6 15.5 80 10 200 130 165 4-Φ12 3.5 150 150×150 145 135 225 340

90S 140 100 56 24 50 8×7 20 90 10 200 130 165 4-Φ12 3.5 165 170×170 155 160 245 340

90L 140 125 56 24 50 8×7 20 90 10 200 130 165 4-Φ12 3.5 165 170×170 155 160 245 370

100L 160 140 63 28 60 8×7 24 100 12 250 180 215 4-Φ15 4 190 191×191 165 180 270 440

112M 190 140 70 28 60 8×7 24 112 12 250 180 215 4-Φ15 4 220 215×215 175 180 290 455

132S 216 140 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 215×215 175 180 290 545

132M 216 178 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 255×255 195 220 330 540

132L 216 178 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 255×255 195 220 330 560

160M 254 210 108 42 110 12×8 37 160 15 350 250 300 4-Φ19 5 300 310×310 240 255 400 650

160L 254 254 108 42 110 12×8 37 160 15 350 250 300 4-Φ19 5 300 310×310 240 300 400 650

180M 279 241 121 48 110 14×9 42.5 180 15 350 250 300 4-Φ19 5 335 348×348 260 330 440 695

180L 279 279 121 48 110 14×9 42.5 180 15 350 250 300 4-Φ19 5 335 348×348 260 330 440 695

200L 318 305 133 55 110 16×10 49 200 19 400 300 350 4-Φ19 5 390 Φ420 305 370 505 795

225S 356 286 149 60 140 18×11 53 225 19 450 350 400 8-Φ19 5 435 Φ470 335 370 560 860

225M 356 311 149 55 60 110 140 16×10 18×11 49 53 225 19 450 350 400 8-Φ19 5 435 Φ470 335 395 560 860

250M 406 349 168 60 65 140 18×11 53 58 250 24 550 450 500 8-Φ19 5 490 Φ510 365 450 615 960

280S 457 368 190 65 75 140 18×11 20×12 58 67.5 280 24 550 450 500 8-Φ19 5 550 Φ580 400 450 680 1090

280M 457 419 190 65 75 140 18×11 20×12 58 67.5 280 24 550 450 500 8-Φ19 5 550 Φ580 400 490 680 1090

315S 508 406 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 580 845 1280

315M 508 457 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 660 845 1280

315L 508 508 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 660 845 1280

355M 610 560 254 75 95 140 170 20×12 25×14 67.5 86 355 28 800 680 740 8-Φ24 6 730 Φ710 655 740 1010 1530

355L 610 630 254 75 95 140 170 20×12 25×14 67.5 86 355 28 800 680 740 8-Φ24 6 730 Φ710 655 740 1010 1530

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions

L L
NP NPA
C

A
C

EE

T CCT B
BB

B
BB

IC411 IC416

F

D

G

AD AD
45° 22.5°

A
AB

A
AB

KK

H H

H
D

H
D

S
S

机座号80~200 机座号225~355

M M
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DE3 系列高效率三相异步电动机
DE3 Series 
High Efficiency Three-Phase Asynchronous Motor

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 440 515 515 590 565 640 640 715

112M 455 540 540 620 580 670 670 740

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

315S 1280 - 1400 - 1430 - 1610 -

315M 1280 - 1500 - 1540 - 1710 -

315L 1280 - 1500 - 1540 - 1710 -

355M 1530 - 1700 - 1800 - 1950 -

355L 1530 - 1700 - 1800 - 1950 -

2.3 外形及安装尺寸 2.3 Outline and mounting dimensions

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.1 概述

参数概要

　　DE4系列为全新设计的超高效低压三相异步电动机， 采用高强

度铸铝和铸铁结构， 具有效率高、 可靠性高、 造型美观、 噪音低、 

振动小等特点， 适用于风机、 水泵、 压缩机及工程机械等需要节能

并连续运行的工业领域。

额定功率：0.75~315kW

机座号：80~355

极数：2 极、 4 极、 6 极、 8 极

防护等级：IP55

绝缘等级：F

冷却方式：IC411

工作制：S1

能效等级：GB18613-2020  2 级

The DE4 series of super-high efficiency three phase asynchronous 
motors with high strength cast iron structure, have the characteristics of 
ultra high efficiency, high reliability, beautiful appearance, low noise, little 
vibration, and can be applied to fan, pump, compressor, construction 
machinery and other machines that need energy-saving and continu-
ous operation.

Rate power: 0.75~315kW
Frame size: 80~355
Poles: 2P, 4P, 6P, 8P
Protection degree: IP55
Insulation class: F
Cooling method: IC411
Duty: S1
Efficiency class: GB18613-2020 grade 2

3.1 General notes

Parameter summary
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.2 技术参数 3.2 Technical date

型号
Motor type

功率  
(kW)

额定转矩  
(N·m)

转速 
(r/min)

电流  
(A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

同步转速 3000 r/min

DE4-80M1-2 0.75 2.5 2885 1.8 0.83 83.5 8.5 2.3 2.2 12

DE4-80M2-2 1.1 3.6 2885 2.5 0.83 85.2 8.5 2.3 2.2 17

DE4-90S-2 1.5 5 2885 3.3 0.85 86.5 9.0 2.3 2.2 19

DE4-90L-2 2.2 7.3 2890 4.6 0.86 88.0 9.0 2.3 2.2 28

DE4-100L-2 3 9.9 2895 6.1 0.87 89.1 9.5 2.3 2.2 37

DE4-112M-2 4 13.2 2895 8.0 0.88 90.0 9.5 2.3 2.2 46

DE4-132S1-2 5.5 18 2920 10.9 0.88 90.9 9.5 2.3 2.0 67

DE4-132S2-2 7.5 24.6 2915 14.5 0.89 91.7 9.5 2.3 2.0 85

DE4-160M1-2 11 35.7 2945 21.0 0.89 92.6 9.5 2.3 2.0 125

DE4-160M2-2 15 48.7 2940 28.4 0.89 93.3 9.5 2.3 2.0 150

DE4-160L-2 18.5 60.1 2940 34.8 0.89 93.7 9.5 2.3 2.0 186

DE4-180M-2 22 71 2960 41.3 0.89 94.0 9.5 2.3 2.0 200

DE4-200L1-2 30 96.6 2965 55.9 0.89 94.5 9.0 2.3 2.0 265

DE4-200L2-2 37 119 2965 68.7 0.89 94.8 9.0 2.3 2.0 320

DE4-225M-2 45 145 2965 83.4 0.89 95.0 9.0 2.3 2.0 350

DE4-250M-2 55 177 2975 102 0.89 95.3 9.0 2.3 2.0 470

DE4-280S-2 75 240 2980 138 0.89 95.6 8.5 2.3 1.8 550

DE4-280M-2 90 288 2980 165 0.89 95.8 8.5 2.3 1.8 700

DE4-315S-2 110 353 2980 201 0.89 96.0 8.5 2.3 1.8 1030

DE4-315M-2 132 423 2980 241 0.89 96.2 8.5 2.3 1.8 1130

DE4-315L1-2 160 513 2980 291 0.89 96.3 8.5 2.2 1.8 1190

DE4-315L2-2 200 641 2980 363 0.89 96.5 8.5 2.2 1.8 1300

DE4-355M-2 250 800 2985 444 0.91 96.5 8.5 2.2 1.6 1800

DE4-355L-2 315 1008 2985 559 0.91 96.5 8.5 2.2 1.6 2200

同步转速 1500r/min

DE4-80M-4 0.75 5 1435 2.0 0.74 85.7 8.5 2.3 2.3 17

DE4-90S-4 1.1 7.3 1435 2.8 0.75 87.2 8.5 2.3 2.3 19

DE4-90L-4 1.5 9.9 1440 3.7 0.76 88.2 9.0 2.3 2.3 28

DE4-100L1-4 2.2 14.4 1455 5.0 0.79 89.5 9.0 2.3 2.3 31

DE4-100L2-4 3 19.7 1455 6.7 0.80 90.4 9.5 2.3 2.3 37

DE4-112M-4 4 26.3 1455 8.8 0.80 91.1 9.5 2.3 2.3 46

DE4-132S-4 5.5 36 1460 12.0 0.80 91.9 9.5 2.3 2.0 67

DE4-132M-4 7.5 49.1 1460 16.0 0.81 92.6 9.5 2.3 2.0 85

DE4-160M-4 11 71.5 1470 22.6 0.83 93.3 9.5 2.3 2.0 125

DE4-160L-4 15 97.1 1475 30.1 0.84 93.9 9.5 2.3 2.0 186

DE4-180M-4 18.5 120 1475 36.5 0.85 94.2 9.5 2.3 2.0 200

DE4-180L-4 22 142 1475 43.3 0.85 94.5 9.0 2.3 2.0 225

DE4-200L-4 30 194 1480 58.7 0.85 94.9 9.0 2.3 2.0 265

DE4-225S-4 37 238 1485 72.1 0.85 95.2 9.0 2.3 2.0 320

DE4-225M-4 45 289 1485 87.5 0.85 95.4 9.0 2.3 2.0 350

DE4-250M-4 55 353 1490 105 0.86 95.7 9.0 2.3 2.0 470

DE4-280S-4 75 481 1490 141 0.87 96.0 8.5 2.3 2.0 550

DE4-280M-4 90 577 1490 166 0.88 96.1 8.5 2.3 2.0 700

DE4-315S-4 110 705 1490 201 0.89 96.3 8.5 2.2 1.8 1030
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.2 技术参数 3.2 Technical date

型号
Motor type

功率 
 (kW)

额定转矩  
(N·m)

转速 
(r/min)

电流 
(A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

DE4-315M-4 132 846 1490 240 0.89 96.4 8.5 2.2 1.8 1130

DE4-315L1-4 160 1026 1490 287 0.90 96.6 8.5 2.2 1.8 1190

DE4-315L2-4 200 1282 1490 359 0.90 96.7 8.5 2.2 1.8 1300

DE4-355M-4 250 1602 1490 449 0.90 96.7 8.5 2.2 1.8 1700

DE4-355L-4 315 2019 1490 565 0.90 96.7 8.5 2.2 1.8 2200

同步转速 1000r/min

DE4-90S-6 0.75 7.5 950 2.2 0.70 82.7 7.5 2.1 2.1 19

DE4-90L-6 1.1 11.1 950 3.1 0.70 84.5 7.5 2.1 2.1 28

DE4-100L-6 1.5 15 955 4.1 0.71 85.9 7.5 2.1 2.1 37

DE4-112M-6 2.2 22 955 5.9 0.71 87.4 7.5 2.1 2.0 46

DE4-132S-6 3 29.4 975 7.9 0.71 88.6 7.5 2.1 2.0 67

DE4-132M1-6 4 39.2 975 10.3 0.72 89.5 8.0 2.1 2.0 76

DE4-132M2-6 5.5 53.9 975 13.9 0.72 90.5 8.0 2.1 2.0 85

DE4-160M-6 7.5 73.1 980 17.6 0.76 91.3 8.0 2.1 2.0 125

DE4-160L-6 11 107 980 25.1 0.77 92.3 8.5 2.1 2.0 175

DE4-180L-6 15 146 980 32.4 0.80 92.9 8.5 2.1 2.0 215

DE4-200L1-6 18.5 179 985 39.7 0.80 93.4 8.5 2.1 2.0 265

DE4-200L2-6 22 214 980 46.3 0.81 93.7 8.5 2.1 2.0 330

DE4-225M-6 30 291 985 61.8 0.82 94.2 8.3 2.1 2.0 350

DE4-250M-6 37 357 990 74.9 0.83 94.5 8.3 2.1 2.0 470

DE4-280S-6 45 434 990 90.7 0.83 94.8 8.5 2.0 2.0 550

DE4-280M-6 55 531 990 109 0.84 95.1 8.5 2.0 2.0 625

DE4-315S-6 75 720 995 148 0.84 95.4 8.0 2.0 1.6 1020

DE4-315M-6 90 864 995 175 0.85 95.6 8.0 2.0 1.6 1110

DE4-315L1-6 110 1056 995 213 0.85 95.8 8.0 2.0 1.6 1180

DE4-315L2-6 132 1267 995 251 0.86 96.0 8.0 2.0 1.6 1240

DE4-355M1-6 160 1536 995 304 0.86 96.2 8.0 2.0 1.6 1700

DE4-355M2-6 200 1920 995 379 0.86 96.3 8.0 2.0 1.6 1800

DE4-355L-6 250 2399 995 473 0.86 96.5 8.0 2.0 1.6 2200

同步转速 750r/min

DE4-100L1-8 0.75 10.3 695 2.5 0.66 78.4 7.0 2.0 2.0 37

DE4-100L2-8 1.1 15.2 690 3.5 0.67 80.8 7.0 2.0 2.0 42

DE4-112M-8 1.5 20.6 695 4.5 0.69 82.6 7.0 2.0 2.0 46

DE4-132S-8 2.2 30.6 687 6.3 0.70 84.5 7.5 2.0 1.8 67

DE4-132M-8 3 41.2 696 8.4 0.70 85.9 7.8 2.0 1.8 85

DE4-160M1-8 4 54.2 705 10.8 0.71 87.1 7.9 2.0 1.8 120

DE4-160M2-8 5.5 74.4 706 14.3 0.72 88.3 8.1 2.0 1.8 160

DE4-160L-8 7.5 101 706 18.7 0.74 89.3 7.8 2.0 1.8 175

DE4-180L-8 11 147 716 27.0 0.74 90.4 7.9 2.0 1.8 225

DE4-200L-8 15 200 718 35.8 0.75 91.2 8.0 2.0 1.8 265

DE4-225S-8 18.5 245 722 43.9 0.75 91.7 8.1 2.0 1.8 330

DE4-225M-8 22 288 730 51.1 0.76 92.1 8.3 2.0 1.8 350

DE4-250M-8 30 392 730 68.0 0.77 92.7 7.9 2.0 1.8 470

DE4-280S-8 37 484 730 82.1 0.78 93.1 7.9 2.0 1.8 550

DE4-280M-8 45 585 735 100 0.78 93.4 7.9 2.0 1.8 630
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.2 技术参数 3.2 Technical date

型号
Motor type

功率  
(kW)

额定转矩  
(N·m)

转速 
(r/min)

电流  
(A)

功率因数  
Power    
factor

效率
(%)

启动电流倍数
Starting  current 

ratio

最大转矩倍数
Maximum torque

times

启动转矩倍数  
Starting torque

times

重量
Weight        

(kg)

DE4-315S-8 55 715 735 118 0.80 93.7 8.2 2.0 1.8 1080

DE4-315M-8 75 974 735 159 0.80 94.2 7.6 2.0 1.6 1150

DE4-315L1-8 90 1169 735 188 0.81 94.4 7.7 2.0 1.6 1210

DE4-315L2-8 110 1429 735 229 0.81 94.7 7.7 2.0 1.6 1680

DE4-355M1-8 132 1715 735 274 0.81 94.9 7.7 2.0 1.6 1700

DE4-355M2-8 160 2079 735 326 0.82 95.1 7.7 2.0 1.6 1800

DE4-355L-8 200 2581 740 406 0.82 95.4 7.8 2.0 1.6 2200
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

机座号  
Frame 
size

A B C
D E F G

H K AB AC AD BB HD L
2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 125 100 50 19 40 6×6 15.5 80 10 150 150×150 145 135 225 340

90S 140 100 56 24 50 8×7 20 90 10 165 170×170 155 160 245 340

90L 140 125 56 24 50 8×7 20 90 10 165 170×170 155 160 245 370

100L 160 140 63 28 60 8×7 24 100 12 190 191×191 165 180 270 440

112M 190 140 70 28 60 8×7 24 112 12 220 215×215 175 180 290 455

132S 216 140 89 38 80 10×8 33 132 12 255 215×215 175 180 290 545

132M 216 178 89 38 80 10×8 33 132 12 255 255×255 195 220 330 540

132L 216 178 89 38 80 10×8 33 132 12 255 255×255 195 220 330 560

160M 254 210 108 42 110 12×8 37 160 15 300 310×310 240 255 400 650

160L 254 254 108 42 110 12×8 37 160 15 300 310×310 240 300 400 650

180M 279 241 121 48 110 14×9 42.5 180 15 335 348×348 260 330 440 695

180L 279 279 121 48 110 14×9 42.5 180 15 335 348×348 260 330 440 695

200L 318 305 133 55 110 16×10 49 200 19 390 Φ420 305 370 505 795

225S 356 286 149 60 140 18×11 53 225 19 435 Φ470 335 370 560 860

225M 356 311 149 55 60 110 140 16×10 18×11 49 53 225 19 435 Φ470 335 395 560 860

250M 406 349 168 60 65 140 18×11 53 58 250 24 490 Φ510 365 450 615 960

280S 457 368 190 65 75 140 18×11 20×12 58 67.5 280 24 550 Φ580 400 450 680 1090

280M 457 419 190 65 75 140 18×11 20×12 58 67.5 280 24 550 Φ580 400 490 680 1090

315S 508 406 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 580 845 1280

315M 508 457 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 660 845 1280

315L 508 508 216 65 80 140 170 18×11 22×14 58 71 315 28 635 Φ635 530 660 845 1280

355M 610 560 254 75 95 140 170 20×12 25×14 67.5 86 355 28 730 Φ710 655 740 1010 1530

355L 610 630 254 75 95 140 170 20×12 25×14 67.5 86 355 28 730 Φ710 655 740 1010 1530

B3机座带底脚、端盖无法兰

L L AD

H
D

HE E

F

D

C B
BB

C B A
AB

K

BB

A
C

A
C G

IC411 IC416
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 440 515 515 590 565 640 640 715

112M 455 540 540 620 600 690 690 760

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

315S 1280 - 1400 - 1430 - 1610 -

315M 1280 - 1500 - 1540 - 1710 -

315L 1280 - 1500 - 1540 - 1710 -

355M 1530 - 1700 - 1800 - 1950 -

355L 1530 - 1700 - 1800 - 1950 -

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

机座号  
Frame 
size

D E F G
P N M S T AC AD HF L

2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 19 40 6×6 15.5 200 130 165 4-Φ12 3.5 150×150 145 225 340

90S 24 50 8×7 20 200 130 165 4-Φ12 3.5 170×170 155 245 340

90L 24 50 8×7 20 200 130 165 4-Φ12 3.5 170×170 155 245 370

100L 28 60 8×7 24 250 180 215 4-Φ15 4 191×191 165 270 445

112M 28 60 8×7 24 250 180 215 4-Φ15 4 215×215 175 290 465

132S 38 80 10×8 33 300 230 265 4-Φ15 4 215×215 175 290 545

132M 38 80 10×8 33 300 230 265 4-Φ15 4 255×255 195 330 540

132L 38 80 10×8 33 300 230 265 4-Φ15 4 255×255 195 330 560

160M 42 110 12×8 37 350 250 300 4-Φ19 5 310×310 240 400 650

160L 42 110 12×8 37 350 250 300 4-Φ19 5 310×310 240 400 650

180M 48 110 14×9 42.5 350 250 300 4-Φ19 5 348×348 260 440 695

180L 48 110 14×9 42.5 350 250 300 4-Φ19 5 348×348 260 440 695

200L 55 110 16×10 49 400 300 350 4-Φ19 5 Φ420 305 505 795

225S 60 140 18×11 53 450 350 400 8-Φ19 5 Φ470 335 560 860

225M 55 60 110 140 16×10 18×11 49 53 450 350 400 8-Φ19 5 Φ470 335 560 860

250M 60 65 140 18×11 53 58 550 450 500 8-Φ19 5 Φ510 365 615 960

280S 65 75 140 18×11 20×12 58 67.5 550 450 500 8-Φ19 5 Φ580 400 680 1090

280M 65 75 140 18×11 20×12 58 67.5 550 450 500 8-Φ19 5 Φ580 400 680 1090

B5机座无底脚、端盖有法兰
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 445 520 520 595 570 645 645 720

112M 465 550 550 630 590 680 680 750

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

L L
NP NPA
C

A
C

EE

T CCT B
BB

B
BB

IC411 IC416

F

D

G

AD AD
45° 22.5°

A
AB

A
AB

KK

H H

H
D

H
D

S
S

机座号80~200 机座号225~355

M M

机座号  
Frame  
size

A B C
D E F G

H K P N M S T AB AC AD BB HD L
2 4,6,8 2 4,6,8 2 4,6,8 2 4,6,8

80M 125 100 50 19 40 6×6 15.5 80 10 200 130 165 4-Φ12 3.5 150 150×150 145 135 225 340

90S 140 100 56 24 50 8×7 20 90 10 200 130 165 4-Φ12 3.5 165 170×170 155 160 245 340

90L 140 125 56 24 50 8×7 20 90 10 200 130 165 4-Φ12 3.5 165 170×170 155 160 245 370

100L 160 140 63 28 60 8×7 24 100 12 250 180 215 4-Φ15 4 190 191×191 165 180 270 440

112M 190 140 70 28 60 8×7 24 112 12 250 180 215 4-Φ15 4 220 215×215 175 180 290 455

132S 216 140 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 215×215 175 180 290 545

132M 216 178 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 255×255 195 220 330 540

132L 216 178 89 38 80 10×8 33 132 12 300 230 265 4-Φ15 4 255 255×255 195 220 330 560

160M 254 210 108 42 110 12×8 37 160 15 350 250 300 4-Φ19 5 300 310×310 240 255 400 650

160L 254 254 108 42 110 12×8 37 160 15 350 250 300 4-Φ19 5 300 310×310 240 300 400 650

180M 279 241 121 48 110 14×9 42.5 180 15 350 250 300 4-Φ19 5 335 348×348 260 330 440 695

180L 279 279 121 48 110 14×9 42.5 180 15 350 250 300 4-Φ19 5 335 348×348 260 330 440 695

200L 318 305 133 55 110 16×10 49 200 19 400 300 350 4-Φ19 5 390 Φ420 305 370 505 795

225S 356 286 149 60 140 18×11 53 225 19 450 350 400 8-Φ19 5 435 Φ470 335 370 560 860

225M 356 311 149 55 60 110 140 16×10 18×11 49 53 225 19 450 350 400 8-Φ19 5 435 Φ470 335 395 560 860

250M 406 349 168 60 65 140 18×11 53 58 250 24 550 450 500 8-Φ19 5 490 Φ510 365 450 615 960

280S 457 368 190 65 75 140 18×11 20×12 58 67.5 280 24 550 450 500 8-Φ19 5 550 Φ580 400 450 680 1090

280M 457 419 190 65 75 140 18×11 20×12 58 67.5 280 24 550 450 500 8-Φ19 5 550 Φ580 400 490 680 1090

315S 508 406 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 580 845 1280

315M 508 457 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 660 845 1280

315L 508 508 216 65 80 140 170 18×11 22×14 58 71 315 28 660 550 600 8-Φ24 6 635 Φ635 530 660 845 1280

355M 610 560 254 75 95 140 170 20×1225×14 67.5 86 355 28 800 680 740 8-Φ24 6 730 Φ710 655 740 1010 1530

355L 610 630 254 75 95 140 170 20×1225×14 67.5 86 355 28 800 680 740 8-Φ24 6 730 Φ710 655 740 1010 1530

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

B35 机座带底脚、端盖有法兰
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DE4 系列超高效率三相异步电动机
DE4 Series 
Super-High Efficiency Three-Phase Asynchronous Motor

3.3 外形及安装尺寸 3.3 Outline and mounting dimensions

机座号  
Frame size L(IC411) L(IC411+E) L(IC411+EN) L(IC411+E+EN) L(IC416) L(IC416+E) L(IC416+EN) L(IC416+E+EN)

80M 340 410 410 480 450 520 520 600

90S 340 410 410 480 450 520 520 600

90L 370 440 440 510 480 550 550 630

100L 440 515 515 590 565 640 640 715

112M 455 540 540 620 580 670 670 740

132S 545 630 630 710 670 760 760 830

132M 540 635 635 710 680 790 760 855

132L 560 660 660 735 705 815 785 880

160M 650 770 770 850 800 920 890 1000

160L 650 770 770 850 800 920 890 1000

180M 695 830 830 915 855 995 945 1075

180L 695 830 830 915 855 995 945 1075

200L 795 970 935 1080 955 1130 1095 1240

225S 860 1045 1010 1155 1040 1225 1190 1335

225M 860 1045 1010 1155 1040 1225 1190 1335

250M 960 1155 1085 1285 1140 1335 1265 1465

280S 1090 1305 1260 1410 1280 1495 1450 1600

280M 1090 1305 1260 1410 1280 1495 1450 1600

315S 1280 - 1400 - 1430 - 1610 -

315M 1280 - 1500 - 1540 - 1710 -

315L 1280 - 1500 - 1540 - 1710 -

355M 1530 - 1700 - 1800 - 1950 -

355L 1530 - 1700 - 1800 - 1950 -

附：1. IC411 为自扇冷的电机长度；IC416 为带强冷风机的电机长度。
       2. +E 为带制动器；+EN为带编码器；+E+EN为同时带制动器和编码器。

Note: 1. IC411 is the motor length of self-fan-cooling; IC416 is the motor length 
              with strong air cooler. 
          2. + E for belt brake; +EN: encoder; +E+EN means both brake and encoder.
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订货须知 Notes For Ordering

4.1 订货须知 4.1 Notes for ordering
　　本样本所提供的数据仅供用户参考，具体数据如有变动，恕不另

行通知。

　　订货时请注明所需电动机的产品型号、功率、极数、电压、频率

和安装结构型式、防护等级等。

　　如有特殊要求，经双方协议后，还可提供各种特殊规格的电机（如

不同电压、不同频率、双轴伸、接线盒的位置、噪声要求、热保护功

能、不同的环境条件、干湿热带型等）。

The technical data listed in the catalogue is only for reference. Spe-
cific data are subject to relevant change without prior notice.

When placing the order please specify the type of motors, power, 
number of poles voltage, frequency, mounting, position and the degree 
of protection, etc.

If special requirement, consult with each other and supply the special 
motors (such as different voltage, frequency, double shaft extension 
position of terminal box, noise, thermal detector, environment, etc).



地址：宁波市江北区银海路 1 号

Add：No.1 Yinhai Road, Jiangbei, Ningbo

电话 Tel：+86-574-8839 8888

传真 Fax：+86-574-8839 8999

服务热线 C.S.HL：400-168-6666

邮编 P.C.：315033

Http：//www.donly.com.cn
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